Wil-Jet WB-022
Water-based Laser Jet Ink for Wood Marking Systems

DESCRIPTION
Wil-Jet WB-022 ink has been formulated to meet the laser ink jet marking needs of Wood Products Producers. It is available in a strong black color to produce crisp, distinct markings on all wood products.

WHERE TO USE
- Panel products
- LVL
- Lumber

FEATURES AND BENEFITS
- Formulated to be UV Stable
- Clear and Crisp Marking on All Wood Products

PACKAGING
- 1-gallon jugs
- 5-gallon pales
- 55-gallon drums

SHELF LIFE
6 months from delivery when properly stored.

STORAGE
Store this product in a clean, dry, shaded or covered environment between 40 - 80°F (4.4 - 27°C). DO NOT FREEZE.

TECHNICAL INFORMATION

TYPICAL PROPERTIES

<table>
<thead>
<tr>
<th>Property</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Percent Solids</td>
<td>11.7%</td>
</tr>
<tr>
<td>Weight / Gallon (Kg / L)</td>
<td>8.47 (1.02)</td>
</tr>
<tr>
<td>Colors</td>
<td>Black</td>
</tr>
</tbody>
</table>

APPLICATION
Wil-Jet WB-022 has been formulated for use in ink jet systems. No additions or mixing is required.

CLEAN-UP
Clean-up Wil-Jet WB-022 with ammonia based cleaner.

NOTES
This product is supplied to the customer in a ready to use form. Any addition of water to reduce the material may result in degradation of the product performance.
HEALTH AND SAFETY

Before handling, you should become familiar with the Safety Data Sheet (SDS) regarding the risks and safe use of this product. To obtain an SDS please call 800-333-9826 or send an email to: msds@wilvaco.com.

CONTACT INFORMATION

Please see the side bar on the front page for the division nearest to your location.