Wil-Jet WB-031

Water-based Laser Jet Ink for Panel & Lumber Marking Systems

DESCRIPTION
Wil-Jet WB-031 ink has been developed as a low VOC laser jet marking ink to meet the needs of panel & lumber producers. It is available in a strong black color to produce crisp, clear markings on lumber and panel products.

WHERE TO USE
- Panel products
- Laminated beams

PACKAGING
1-gallon jugs
5-gallon pales
55-gallon drums

SHELF LIFE
6 months from delivery when properly stored.

STORAGE
Store this product in a clean, dry, shaded or covered environment between 40 - 80°F (4.4 - 27°C).
DO NOT FREEZE.

TECHNICAL INFORMATION

TYPICAL PROPERTIES

<table>
<thead>
<tr>
<th>Property</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Percent Solids</td>
<td>13.4%</td>
</tr>
<tr>
<td>Weight / Gallon (Kg / L)</td>
<td>8.53 (1.024)</td>
</tr>
<tr>
<td>Colors</td>
<td>Black</td>
</tr>
</tbody>
</table>

APPLICATION
Wil-Jet WB-031 has been formulated for use in ink jet systems. No additions or mixing are required.

CLEAN-UP
Clean-up Wil-Jet WB-031 with ammonia based cleaner.

NOTES
This product is supplied to the customer in a ready-to-use form. Any addition of water to reduce the material may result in degradation of the product performance.
DISCLAIMER OF WARRANTY

TEST RESULTS ARE TO BE CONSIDERED AS REPRESENTATIVE OF CURRENT PRODUCTION AND SHOULD NOT BE TREATED AS SPECIFICATIONS. WHILE ALL THE INFORMATION PRESENTED IN THIS DOCUMENT IS BELIEVED TO BE RELIABLE AND TO REPRESENT THE BEST AVAILABLE DATA ON THESE PRODUCTS, NO GUARANTEE, WARRANTY, OR REPRESENTATION IS MADE, INTENDED, OR IMPLIED AS TO THE CORRECTNESS OR SUFFICIENCY OF ANY INFORMATION, OR AS TO THE SUITABILITY OF ANY CHEMICAL COMPOUNDS FOR ANY PARTICULAR USE, OR THAT ANY CHEMICAL COMPOUNDS OR USE THEREOF ARE NOT SUBJECT TO A CLAIM BY A THIRD PARTY FOR INFRINGEMENT OF ANY PATENT OR OTHER INTELLECTUAL PROPERTY RIGHT. EACH USER SHOULD CONDUCT A SUFFICIENT INVESTIGATION TO ESTABLISH THE SUITABILITY OF ANY PRODUCT FOR ITS INTENDED USE.

HEALTH AND SAFETY

Before handling, you should become familiar with the Safety Data Sheet (SDS) regarding the risks and safe use of this product. To obtain an SDS please call 800-333-9826 or send an email to: msds@wilvaco.com.

CONTACT INFORMATION

Please see the side bar on the front page for the division nearest to your location.