Wil-Coat WB Alkyd Sealer

Water-based Alkyd Sealer for Wood Siding Products

DESCRIPTION
Wil-Coat WB Alkyd Sealer is a water-based sealer formulated specifically for cedar siding and shakes. It is a surface treatment that minimizes checking, splitting and moisture damage. Wil-coat WB Alkyd Sealer is economical and an environmentally friendly product to use in a mill environment. Finished pieces can be stacked soon after coating.

WHERE TO USE
- Cedar Siding
- Cedar Shakes
- Dimensional Lumber
- Industrial Mill Environments

FEATURES AND BENEFITS
-Sprays Well Through Airless & Air-Assisted Pumps
- Smooth Application
- Environmentally Friendly

PACKAGING
- 5-gallon pails
- Drums
- Totes

SHELF LIFE
6 months when properly stored, occasional stirring is required to prevent colorant settling.

STORAGE
Store this product in a clean, dry, shaded or covered environment. DO NOT FREEZE.

TECHNICAL INFORMATION

TYPICAL PROPERTIES

<table>
<thead>
<tr>
<th>Property</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Solids – percent by weight</td>
<td>29%</td>
</tr>
<tr>
<td>Viscosity, cps, Brookfield #3@ 20RPM</td>
<td>3250</td>
</tr>
<tr>
<td>Weight / Gallon (kg / l)</td>
<td>9.55(1.15)</td>
</tr>
<tr>
<td>pH</td>
<td>8.8</td>
</tr>
<tr>
<td>Color</td>
<td>Clear or custom colors</td>
</tr>
</tbody>
</table>

APPLICATION
Wil-Coat WB Alkyd Sealer is designed to work in many delivery systems, including: airless and air-assisted spray systems or brush coating systems. Your Willamette Valley Company representative can advise you as to which product is best for your system.

Dry time depends on temperature, humidity and thickness of film.

CLEAN-UP
Clean equipment and containers immediately with hot soapy water.
NOTES

This product is supplied to the customer in a ready to use form. Any additions may result in degradation of the product performance.

CONTACT INFORMATION

Please see the side bar for the Division nearest to your location.

HEALTH AND SAFETY

Before handling, you should become familiar with the Safety Data Sheet (SDS) regarding the risks and safe use of this product. To obtain an SDS please call 800 333 9826 or send an email to: msds@wilvaco.com.